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  *Wireless performance may vary based on terrain and distance between printer and wireless 
network clients. Wireless printing requires a working network with wireless 802.11 b/g or n 
capability. 

 **AirPrint functionality requires an iPad, iPad Mini, iPad 2, the new iPad, iPhone 3GS or later, or 
iPod touch 3rd generation or later device running iOS 4.2 or later, and an AirPrint-enabled 
printer connected to the same network as your iOS device. A printer connected to the USB 
port of your Mac, PC, AirPort Base station, or Time Capsule is not supported.

Powerfully simple

Designed to meet the unique needs of small- to mid-size work-

groups, Canon’s imageRUNNER C1335iF/C1325iF models deliver 

high-quality output and color scanning combined with sending 

capabilities that are easy for anyone to use. These devices han-

dle a number of paper types and sizes — including both Letter 

and Legal. 

So rather than having to choose between a single-function 

printer and an MFP with features you don’t need, Canon’s imag-

eRUNNER C1335iF/C1325iF Series includes just the right mix of 

performance and productivity in a configuration that fits your 

requirements.

Dependable performance

The imageRUNNER C1335iF/C1325iF Series provides out-of-

the-box productivity for users to achieve fast output and color 

scanning. Productivity is paramount, which is why the Series 

has been built to last with low maintenance.

Small size, big productivity

Numerous capabilities in a compact size make Canon’s image-

RUNNER C1335iF/C1325iF Series an ideal choice for small offic-

es and departments. Innovations in print engine design and 

document feeding can help save space while unleashing work-

flow productivity. 

Compact yet powerful

Canon’s imageRUNNER C1335iF/C1325iF Series has ample RAM, 

built-in Ethernet, and USB 2.0 connectivity. Each system also 

provides proven Canon performance for handling concurrent 

print, copy, scan, fax, and send jobs. Supported Send functions 

include SMB, FTP, E-mail, and G3 fax.

Spend less time loading paper with standard 550-sheet paper 

cassettes that automatically detect paper size. There is also the 

option to add one-tier or three-tier cassettes for up to a 

2,300-sheet paper capacity.

Intuitive interface

The imageRUNNER C1335iF/C1325iF Series features a 3.5” 

QVGA color touch panel that enables both touch operations 

and flick operations. From the first touch, users will appreciate 

its ease of operation and responsiveness, while business owners 

can appreciate employee productivity.

Copy/Print/Send/Fax

Letter, Legal Size up to 8.5” x 14”

Up to 600 x 600 dpi

Color/Black and White

Color Scanning

Powerful performance
> 1GB RAM

> Standard Ethernet, Fax, and USB 2.0  
High Speed

Impressive speed
> Print up to 36/26 ppm (Letter)

> Scan up to 36 ipm at 300 dpi (BW/Color)

Outstanding paper handling
>  Standard 550-sheet cassette

>  100-sheet stack bypass tray

>  Envelope-feeding cassette attachment 
standard

>  Up to 2,300-sheet maximum paper capacity

Mobile print capability
> Mopria™ Print Service* and  

Apple® AirPrint™**

> Canon Mobile Printing and Scanning



Flexible, high-quality printing options

The imageRUNNER C1335iF/C1325iF Series can output crisp 

documents in brilliant color with 600-dpi accuracy. Each sys-

tem includes support for Canon’s innovative UFR II LT,  

PCL 5e/6, and PostScript 3 print technology.

Fast, double-sided color scanning

Quickly scan or copy a stack of single- or double-sided originals 

for crisp, clear reproductions using the standard 50-sheet Du-

plexing Automatic Document Feeder. Boasting a sophisticated 

color scanning unit, the imageRUNNER C1335iF/C1325iF Series 

easily captures high-quality images with a deep depth of field, 

ideal for scanning books or wrinkled documents.

Document distribution

Help increase your productivity with color sending capabilities  

that enable the Canon imageRUNNER C1335iF/C1325iF Series 

to electronically distribute documents or save them  

to removable media.

Send. Easily distribute documents to e-mail, fax, SMB, and FTP 

destinations, and even facilitate delivery to back-end applica-

tions and document management systems at the touch of a 

button. 

Fax. Now you can send and receive faxes directly at the imag-

eRUNNER system. To help save time and paper costs, you can 

even send and receive paperless faxes at your networked com-

puter. 

Mobile print convenience

In today’s offices, the ability to send a document to print  

from your smartphone or tablet should be simple and straight-

forward. The imageRUNNER C1335iF/C1325iF Series provides a 

comfortable mobile printing environment for your office that 

supports both Mopria™ and Apple® AirPrint™.*

Enhanced security and authentication

Canon has provided the ability to limit access to the system 

and its features to only authorized users. To further enhance 

secure access, the imageRUNNER C1335iF/C1325iF Series per-

forms all its powerful functions without an internal hard disk 

drive, which helps eliminate concerns over confidential data 

retained on the MFP.

Eco-Conscious

As an industry leader in environmental responsibility, Canon is a 

partner to help achieve your green-conscious goals. The imag-

eRUNNER C1335iF/C1325iF Series is remarkably energy effi-

cient, using approximately 1W of electricity in Sleep Mode. From 

responsible manufacturing and smart transportation to reduced 

energy use and long-life consumables, Canon is dedicated to 

being a friend to both the environment and your budget.

*All features may not be available at launch.

A compelling solution for your document workflows.
Brilliant, compact productivity that’s easy to use.

Color imageRUNNER C1335iF/C1325iF



As an ENERGY STAR® Partner, Canon U.S.A., Inc. has qualified these models as meeting the ENERGY STAR 
energy efficiency criteria through an EPA recognized certification body. ENERGY STAR and the ENERGY STAR 
mark are registered U.S. marks. AirPrint™ is a trademark of Apple, Inc. Mopria is a trademark of the Mopria 
Alliance. CANON, IMAGERUNNER, MEAP, and the GENUINE logo are registered trademarks of Canon Inc. in 
the United States and may also be registered trademarks or trademarks in other countries. IMAGEWARE is 
a registered trademark of Canon U.S.A., Inc. in the United States and is a trademark of Canon Inc. in certain 
other countries. All other referenced product names and marks are trademarks of their respective owners. 
Specifications and availability subject to change without notice. All printer output images are simulated.

©2014 Canon U.S.A., Inc. All rights reserved.

Federal law prohibits copying of certain documents. Violators may be subject to penalties. We suggest 
that you check with your own legal counsel. Canon U.S.A., Inc. intends to cooperate with law enforcement 
agencies in connection with claims of unauthorized copying. Not responsible for typographical errors.
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Product SpecificationsProduct Specifications

Main Unit

System Type

Color Digital Multifunction Imaging System

Functions

Copy, Print, Fax, Scan, Send

Operation Panel

3.5" QVGA Color LCD Touch Panel

Memory

Standard: 1 GB RAM

Network Interface Connection

Ethernet 10/100/1000Base-TX

Other Interface

USB 2.0 and USB 1.1

Copy/Print Speed (BW/Color, Letter)

C1335iF: Up to 36/36 ppm 
C1325iF: Up to 26/26 ppm

First-Print-Out Time (Letter)

C1335iF: As fast as 5.9 seconds (BW)  
 and 7.4 seconds (Color) 
C1325iF: As fast as 8.4 seconds (BW) 
 and 10.5 seconds (Color)

Paper Sources (20 lb. Bond)

Standard: 550-sheet Paper Cassette 
 100-sheet Stack Bypass 
Maximum: 2,300 Sheets 

Output Paper Capacity (20 lb. Bond) 

Standard: 250 Sheets

Output Paper Sizes

Cassettes: Legal, A4, Letter, Statement, Executive, 
 Custom Size (3-7/8" x 7-1/2" to 8-1/2" x 14") 
 (98.4mm x 190.5mm to 216mm x 355.6mm), 
 and Envelopes (COM10, Monarch, DL, ISO-C5)*

Bypass: Legal, A4, Letter, Statement, Executive, Custom  
 Size (3-7/8" x 5-7/8" to 8-1/2" x 14")(98.4mm x  
 148mm to 216 mm x 355.6mm) and Envelopes  
 (COM10, Monarch, DL, ISO-C5)

Warm-up Time

From Power On: 34 Seconds** 
From Sleep: 10 Seconds** 

Power Requirements/Plug

120 V AC, 60 Hz, 6.5 A, NEMA 5-15 
220-240 V AC, 50/60 Hz, 3.7 A, CEE7/7

Dimensions (H x W x D)

C1335iF: 24.02" x 20.12" x 22.20"  
 (610mm x 511mm x 564mm)

C1325iF: 24.02" x 20.12" x 21.61"  
 (610mm x 511mm x 549mm)

Installation Space (W x D)

C1335iF: 32.09" x 33.78" (815mm x 858mm)

C1325iF: 32.09" x 33.19" (815mm x 843mm)  
 (When the Multipurpose Tray and Cassette  
 Drawers are open.)

Weight

Approximately 96.8 lb. (44 kg)***

Toner (Estimated Yield @ 5% Coverage)

BW: 16,500 Images 
Color: 11,500 Images

Image Reader Unit

Scan Resolution

BW: Up to 600 x 600 dpi 
Color: Up to 300 x 300 dpi

Maximum Original Size

Legal (8-1/2" x 14")

Document Feeder

Scan Method

Duplexing Automatic Document Feeder

Acceptable Originals

Paper Size: Legal, A4, Letter, Statement

Scan Speed (BW/Color, Letter)

C1335iF: Simplex: 36 ipm (300 dpi)/23 ipm (600 dpi) 
 Duplex: 11 ipm (300 dpi)/9 ipm (600 dpi) 
C1325iF: Simplex: 26 ipm (300 dpi)/16 ipm (600 dpi) 
 Duplex: 9 ipm (300 dpi)/7 ipm (600 dpi)

Paper Capacity (20 lb. Bond)

Letter: 50 Sheets 
Legal: 30 Sheets

Print Specifications

Engine Resolution: 600 x 600 dpi

PDL Support

Standard: UFR II, PCL 5e/6, Adobe® PostScript® 3™ 

Print Driver Supported OS

UFR II, PCL 5e/6, PCL 5c/6, Adobe PS 3:

Windows® (Windows XP/Windows Vista /7/8.1) Windows Server 
(2003/2008/2008 R2/SBS 2011/2012/2012 R2), Windows 
Terminal Server (2003/2008/2008 R2/2012/2012 R2), Microsoft 
Clustering Server (2003/2008/2008 R2/2012/2012 R2), Citrix 
(Presentation Server 4.5, XenApp 5.0/6.0/6.5,XenDesktop 
4.0/5.0/5.5/5.6/7.0), VMware (vSphere 4/5/5.1), SAP

Direct Print Support

Standard: PDF, TIFF, JPEG

Universal Send Specifications 

Sending Method

E-mail, Super G3 Fax, File Server (FTP, SMB)

Communication Protocol

File: FTP (TCP/IP), SMB (TCP/IP) 
E-mail: SMTP, POP3

File Format

Standard: TIFF, JPEG, PDF, PDF (Compact), PDF (OCR), 
 PDF (Encrypted), PDF (Digital Signature)

Fax Specifications

Number of Connection Lines

Standard: 1

Modem Speed

Super G3: 33.6 Kbps  
G3: 14.4 Kbps

Security Specifications

Standard

Department ID Management, Secured Print, IPv6, Send 
to Myself (only), Send to My Personal Folder (only), SSL 
Encrypted Communication, SNMPv1/v3, MAC/IP Address 
Filtering, IEEE802.1x (wire/wireless), SMTP Authentication, POP 
Authentication before SMTP, IPsec

Optional

Encrypted PDF, uniFLOW

 *  Can be installed in Cassette 1 only.

 ** If “Quick Startup Settings for Main Power” is set to “On,” it  
  takes approximately 10 seconds until the key operation on the 
  touch-panel display is available after turning on the main 
  power.

 ***  Includes consumables.


